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Xanté® is a registered trademark of Xanté Corporation.

Microsoft®, Windows®, and Windows NT® are registered 
trademarks of Microsoft Corporation.

Ethernet® is a registered trademark of Xerox Corporation.

All other brand and product names are trademarks, registered 
trademarks, or service marks of their respective holders.

Copyright
This manual is Copyrighted © 2009 by Xanté Corporation. All 
Rights Reserved. Printed in the USA. This manual may not be 
copied in whole or in part, nor transferred to any other media 
or language without the express written permission of Xanté 
Corporation.

Manual Notice
Xanté Corporation reserves the right to make changes to this 
manual and to the equipment described herein without notice. 
Every effort has been made to ensure that this manual is free 
of inaccuracies and omissions. Xanté  Corporation makes no 
warranty of any kind including, but not limited to, any implied 
warranties of merchantability and fitness for a particular purpose 
with regard to this manual.

Xanté Corporation assumes no responsibility for, or liability 
for, errors contained in this manual or for incidental, special, 
or consequential damages arising out of the furnishing of this 
manual, or the use of this manual in operating the equipment, 
or in connection with the performance of the equipment when 
so operated.

Trademarks
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Installing iQueue

	 On the computer you are installing iQueue, run the 
Ilumina setup program on your printer installation CD and 
select iQueue Setup. This will install iQueue onto your 
computer.

	 It is recommended that you allow the setup program to 
install a Desktop shortcut to the iQueue executable.

iQueue Initial Setup
	 A Xanté iQueue icon should now be on your desktop. 

Launch the iQueue program by double clicking on the 
icon.

	 When the main iQueue window appears, write down the 
IP Address(es) that appears at the bottom of the iQueue 
window. If you have more than one network card, two IP 
addresses will appear. Use the first IP address use.
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Copying the iQueue Print Driver Files
	 Install the iQueue Print Driver files on the computer(s) that 

you will be using to print to iQueue.

	 Run the Ilumina setup program on your installation CD and 
select driver that best suits your PC, either 32-bit or 64-bit. 
Follow the onscreen instructions for install. This will copy 
the Print Driver files onto your computer, in the C:\Xante_
dr folder. 

Installing the iQueue Print Driver
	 Go to Start / Settings / Control Panel.

	 Double-click on the Printers and Faxes icon.

	 Click on the Add Printer icon. The Add Printer Wizard 
dialog should appear. Click Next.
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	 Select Local Printer and click Next.

	

	 Select the Create a new port radio button, and select 
Standard TCP/IP Port in the dropdown list. Click Next.
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	 The Add Standard TCP/IP Printer Port Wizard dialog 
will appear. Click Next.

	

	

	 In the Printer Name or IP Address edit box, type in the 
IP Address that you wrote down earlier. This is the IP 
Address of the computer running iQueue itself. Click 
Next. (After clicking Next it may take a few moments 
to transition to the next screen, as the wizard will be 
checking for a network card before it transitions to the 
next step.)
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NOTE: If iQueue is running on the SAME computer the print 
driver is installed on, you may enter the text “localhost” 
(without the quotes) in place of the IP Address.

	 The following screen may appear. Simply click 
Next. (Again, it may take a few moments for the 
wizard to transition to the next screen.)

You have finished installing the new printer port.

Click Finish.



9

	 At this point the Add Printer Wizard dialog will resume. 
A screen similar to the one below will appear; click Have 
Disk.

	 The following screen will appear. Click Browse.
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	 Browse to the following folder:

	 C:\Xante_dr\ILM_inf_32bit_DEP\PS and select the follow-
ing file:

	 XT723PS.inf

	 Click Open.

	 The following screen will appear, with the path to the 
driver files filled in. Click OK.
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	 Select your version of the XANTE Ilumina iQueue from 
the list and click Next. (In this case it would be XANTE 
Ilumina DEP iQueue.)

	 The following screen will appear, asking you to name 
your printer. Click Next. (If you want to use iQueue as 
the default printer, you can also select the “Yes” radio 
button.)
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	 The Printer Sharing dialog will appear. Click Next. 	 The Print Test Page dialog will appear. Click Next.
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	 You have completed the Add Printer Wizard. Click Fin-
ish.

The following screen will appear. Click Continue Anyway.
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Configuring the iQueue Print Driver Port
	 iQueue accepts print jobs via the LPR port. To configure 

your newly configured iQueue print driver to print jobs 
using the LPR port, do the following:

	 •	 Go to Start / Settings / Control Panel.

	 •	 Double-click on the Printers and Faxes icon.

	 •	 Find the newly installed XANTE Ilumina iQueue 		
	 printer icon. Right-click on the icon and select Prop-	
	 erties. This will open the XANTE Ilumina iQueue 	
	 Properties dialog.

	 Click the Ports tab at the top of the dialog, then click 
Configure Port. (Make sure the XANTE Ilumina iQueue 
printer is selected.)



15

	 Make the following changes:

		  1. Select the LPR radion button.

		  2. Enter “iQueue” as the LPR Queue Name.

		  3. Check the “LPR Byte Counting Enabled” check	
	     box.

	 Click OK.

	 Close the XANTE Ilumina iQueue Properties dialog.

	 That’s it! The XANTE Ilumina iQueue print driver is now 
configured to print directly to iQueue.   


